M597E 13.4nx2

Nikon

DS Camera Control Unit

DS-UL3

Update Operation Procedure Manual



Introduction

<ER
N

Thank you for purchasing a Nikon product.

This procedure manual is intended for users who want to update software for Nikon
DS-L3 DS Camera Control Unit.

Fully read the manual before the operation to make sure that you can update the
software correctly.

* No part of this manual may be reproduced or transmitted in any form without prior
written permission from Nikon.

+ The contents of this manual are subject to change without notice.

+ Although every effort has been made to ensure the accuracy of this manual, errors
or inconsistencies may remain. If you note any points that are unclear or incorrect,
please contact your nearest Nikon representative.

+ If you intend to use any other equipment with this product, read the manual for that
equipment too.

+ If this equipment is used in a manner not specified by the manufacturer, the
protection provided by the equipment may be impaired.

Prerequisite knowledge

This manual assumes a basic familiarity with Windows.
If you come across unfamiliar terms or operations while reading through this
manual, consult the user's manual for your version of Windows.

About the example screens used in the manual

This manual describes various operations in Windows XP, Windows Vista and
Windows 7 by showing Windows XP screens as examples. Procedures are
virtually identical for Windows XP, Windows Vista and Windows 7.

Depending on the specific operating system (hereinafter referred to as OS) type or
version, the actual appearance of the screen or operations may not correspond
precisely to the example screens shown at various points throughout the manual.
For information on operations or screens specific to your version of Windows, refer
to the user's manual.

Disclaimer

Nikon shall not be liable for any damages and problems on user side or on a
third-party side, which may result from the use of this software.

Trademarks

* Microsoft, Windows, Windows XP, Windows Vista, and Windows 7 are registered
trademarks of Microsoft Corporation in the U.S. and other countries.

* Products and brand names are trademarks or registered trademarks of their
respective companies.

+ The ™ and ® marks are not used to identify registered trademarks and trademarks
in manual.




Configuration of the Document

Configuration of the Document

The following notational system is used throughout the manual:

Chapter 3 Update
3.1 Running an Application for Update

'V Startup of the Application (3) Double-click the DSL3Update icon

start up the application.

UPDATEFILES DS Rpckte
o Filefolder

(3) Double-click the
DSL3Update icon.

Describes the operation
procedure or resulting status.

[ ]indicates a character string
displayed on a screen including
a menu name or button name.

¥ DS-L3 Detection Status Bar (4) A status bar is kept displayed while
o DS-13 Update 1.0 Vo the application is trying to detect
DS-L3

Please wait for a while until the connection with DS-L3 establishes it

] When DS-L3 is detected, a
confirmation dialog appears.

Typical sample screen
displayed during the operation.

-
If an error message is displayed
during the detection, the PC has not
detected DS-L3 successfully. In this
case, make sure that [USB DEVICE]
has been set correctly on the setup
menu. Also, make sure that the USB
cable is connected correctly

¥ Confirmation Dialog (5

When the confirmation dialog is
displayed, make sure that the CF
card and the USB memory that are
connected to DS-L3 have been
removed, and click the [Yes] button.
Click the [Yes] button to display the
update main screen.

Click the [No] button to exit the
application. Remove the CF card and
the USB memory and restart the
application

Starting

(5) Click the [Yes]
or [No] button.
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Such information as notes,
important matters,
supplemental information and
references.

Marks

(o7:\0RI[e])']) :  Notes that you should read so that applications or a microscope system can work

correctly.

SUPPLEMENT) : Information used for reference during the operation.

REFERENCE . Describes a reference.
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Preparation

This chapter describes hardware and software required for update, and checking

available RAM.

“ Requirements

o Make sure that the memory capacity meets the requirements
before running an update application.

Item Requirement
PC main Memory « Windows XP: 1 GB or more
unit - Windows Vista/7: 2 GB or more
0S + Windows XP SP3 or later

- Windows Vista 32 bit/64 bit
+ Windows 7 32 bit/64 bit

USB cable (type AB)

USB2.0 standard approved

DS-L3

Should be working normally.

Operation Procedure
(this manual)

Have it at hand and follow the procedure during update.

SUPPLEMENT

DS-L3).

o PC requirements for updating software and those for running the
DS-L3 are not the same (see the instruction manual supplied with the

¢ If [VNDR] is selected for the [USB DEVICE] in [SETUP MENU: MAIN]
on DS-L3 and an application such as NIS-Elements is being used,
perform update on the PC on which the application is installed.
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Chapter 1 Preparation

EEEM checking Available RAM

1.2 Checking Available RAM

Use the [System Properties] dialog box to check the amount of free RAM.

V¥ Startup Menu

_;_} My Documents

Eb My Recent Documents P
_f} My Pictures

__:r My Music

g! My Computer

Gg My Metwaork Places

'f Control Panel

@, Set Program Access and
Defaults

},_:é Printers and Faxes

g/} Help and Suppork

E] Log CFf @| Shut Down

(2) Click [Control Panel].

1-2

(1) Click the [Start] button on the lower
left of the PC to display the Startup
Menu.

(2) Click [Control Panel] to display the
[Control Panel] window.



Chapter 1 Preparation

1.2 Checking Available RAM

¥ [Control Panel] window (3) Double-click [System] in the [Control
. Panel] window. The [System
- JI .‘ \'é..‘;_‘-, 'J' i .
’_,._/ Jj L;—h Properties] dialog box appears.
Display Folder Options Fonks ame Internet
Contrallers Qptions SUPPLEMENT
o, e - j;) s The window on the left is shown as
- = L = Classic. Click [Performance and
Mouse Metwork Phone and  Power Options  Printers and .
Conmections  Moder ... Faxes Maintenance] to select [System]
Y @ e _ when the window is set to a category
~ 2 w display.
Scheduled Security Sounds and Speech )
Tasks Center Audio Devices
)
(S5
Safh
Wfireless
Metwark Set. ..

(3) Double-click
[System].
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Chapter 1 Preparation

1.2 Checking Available RAM

= Windows XP (4) In the [System Properties] dialog

V [System Properties] dialog box box, check that at least 1 GB of
memery s avatiale.
Autornatic Updates Remate
Computer Name Hardware Advanced (5) Click the [OK] button to close the
Spstem: [System Properties] dialog box.
Microzoft wWindows XP

. Professional
i 'l ] Version 2002
!1/ Service Pack 3

Registersd to:

Manufactured and supparted by:

W L
AMD Athlon(tr) B4 %2 Dual
Core Processor 4200+

220 GHz. 1.93 GB of RAM
Phypsical Addipss Extension

Support In‘ormation
o [ cafeel

(4) Check the memory
capacity here.

|(5) Click the [OK] button.

m Windows Vista/7 (4) In the [System Properties] dialog
V [System Properties] dialog box box, check that at least 2 GB of
) e Er— memory is available.

@U"'E » Control Panel » All Control Panel ltems » System -‘4,\\ Search Control Pane -p\

Centrol Panel H - P .
otrol Panel He View basic information about your computer

& Device Manager

) e (5) Click the [x] button to close the

&) System protection Copyright © 2009 Microsoft Corporation. All rights reserved.

8 Adanced sysem settings [System Properties] dialog box.
(5) Click the [x]
button.
System
Rating: ,‘B Windews Experience Index
Processor: Intel(R) Core(TM)2 Duo CPU  E6850 @ 3.00GHz 3.00 GHz
Installed memory (RAM):  2.00 GB
System type: 64 !utopemmg System

Pen and Touch: Ne[Pen or Touch Input is available for this Display

See also
Computer name, domain, and wor [group settings
Action Center

BChange settings
Windows Update & Chang, t
Performance Information and
Tools

(4) Check the memory
capacity here.




Setup

This chapter describes how to set up DS-L3 prior to its update.

'REFERENCE;

Consult the user manual bundled with the product for the details of DS-L3 screens.

EEXE Ds-L3 setup

In the setup menu, check the DS-L3’s USB device operation mode and change it as
required.

¥V Main Screen (1) Display the main screen of DS-L3

9_ SETUP MENU SETUPMENUL
MAIN man

MENU SETTING DISPLAY SETTING FUNCTION SETTING
INTERNAL LCD FUNC1 [ FUNC2

(2) Check the button indicated on [USB
OFF

LCD COLOR ADJUST OFF OFF

RI0D G100 B10O DEVICE].

SCENE SELECT POSITION FUNC3
3 . KLIG OFF
BIO LEFT DISPLAY MODE BACKLIGHT
XGA

5
LANG (®8) LeDCR

ENGLISH

OTHERS
USB DEVICE

PTP

EXTERNAL DISPLAY

DISPLAY COLOR ADJUST

R100 G100 B100

version: 100.0001. 0001, 0001, 110101
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Chapter 2 Setup

2.1 DS-L3 Setup

V¥ USB (D) Connector Operation Mode Setting (3)

SETUP MENU

%HH‘F MAIN

MENU SETTING
CUSTOM No

OFF

SCENE SELECT
BIO LEFT

POSITION

LANG (BEE)

ENGLISH

DISPLAY SETTING
INTERNAL LCD

LCcD OR ADJUST

R100 G100 B100

BACKLIGHT

5

DISPLAY MODE
X
LCD ON
EXTERNAL DISPLAY

DISPLA R ADJUST

R100 G100 B100

version: 100. 0001..0001.0001. 110101

V¥ Confirmation Message

ATTENTION
» REBOOT REQUIRED

Click the [OK] button.

FUNCTION SETTING
FUNC1 FUNC2

OFF || OFF

FUNC3

USB DEV OFF

[Pute O HERS
VNDR [
5
PRN
L

(4)

(3)
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If [PRN] is selected, select [PTP]
instead and then proceed to step (4)
in this procedure.

If [PTP] or [VNDR] is selected, do not
change the setting. Close the setup
menu by clicking the X in the top
right corner and then proceed to “2.2
Hardware Setup.”

SUPPLEMENT

The [PTP] setting is used when
DS-L3 is connected to the PC as an
external media storage device.

The [VNDR] setting is used when
DS-L3 is connected to the PC on
which a dedicated application such as
NIS-Elements is installed. Update
DS-L3 on the PC on which the
designated application is installed.

Press the [SAVE] button.

A message prompting to restart
DS-L3 will be displayed.

Power OFF DS-L3.



Chapter 2 Setup

2.2 Hardware Setup

m Hardware Setup

\ 4 Using a USB Cable tO Connect the PC (1) Remove a CF card or USB memory
USB 2.0 cable from DS-L3 if connected.
(Type AB) » ‘m.
oot o SUPPLEMENT
th:o:fesctg) It may take time to start up or update
— the application when a CF card or
Pe Left side peL USB memory is connected.

(2) Connect Connector A of a USB cable
to the USB port of a PC and connect
Connector B to the USB (D) port on
the left of DS-L3.

2-3



3 Update

This chapter describes how to run the DS-L3 application.

Running an Application for Update

Follow the procedure below to update DS-L3 software.

¥ [DS-L3] Dialog | (1) Power ON DS-L3.

SUPPLEMENT

If [PTP] is set for [USB DEVICE], a
program selection dialog ([DS-L3]
dialog) may appear when the PC
detected DS-L3 after it is powered
ON.

This dialog is to be selected when
controlling DS-L3 with a different
application.

Click the [CANCEL] button to close

the screen when the dialog is
[] &lways use this program for this action displayed.

Camera connected

Select the program to launch faor thiz action;

The displayed program is different
according to the PC.

| ok || copel |

| (1) Click the [CANCEL] button.

¥V Monitor (2) Make sure that DS-L3 has started up
and that the task bar is displayed on
the monitor.

Task bar

CAM TBAR INFO SETUP -

3-1



Chapter 3 Update

3.1 Running an Application for Update

V Startup of the Application (3) Double-click the DSL3Update icon to
start up the application.
D5L3Update
UPDATEFILES o
. DsL3Update Application
R ﬂy l‘-lil‘.ancrpcraEiZn
(3) Double-click the
DSL3Update icon.
V DS-L3 Detection Status Bar (4) A status bar is kept displayed while
e DS—L3 Update 1.0 the application is trying to detect

DS-L3.

Fleaze wait for a while until the connection with D5-L3 establizhes it.

l When DS-L3 is detected, a
confirmation dialog appears.

If an error message is displayed
during the detection, the PC has not
detected DS-L3 successfully. In this
case, make sure that [USB DEVICE]
has been set correctly on the setup
menu. Also, make sure that the USB
cable is connected correctly.

¥V Confirmation Dialog (5) When the confirmation dialog is
rStarting o displayed, make sure that the CF
card and the USB memory that are
connected to DS-L3 have been
removed, and click the [Yes] button.
Click the [Yes] button to display the
Ve ] me | update main screen.

L Click the [No] button to exit the
application. Remove the CF card and
the USB memory and restart the
application.

(5) Click the [Yes]
or [No] button.

3-2



Chapter 3 Update

V¥ Update Main Screen

3.1 Running an Application for Update

DS-L3 Update 1.0.0

DS-L3 Update [Update to Ver 1.0.4]

DS-L3

Caution : Don't turn off the power or pull out the cable while executing!!

Displays the pre-update
version.

DS-L3: Ver=104.2000,3797,111004 0~

I" 2 Default Setting

| Updzp | Exit

100%

Click [Default Setting] to
restore to the factory
setting.

¥ Running Update Screen

(6) Click the [Update]
button.

DS-L3 Update 1.0.0

DS-L3 Update for Yer.104

DS-L3

Caution : Don't turn off the power or pull out the cable while executing!!

DATA 1 2 3 4 5 6 7 8

0%

| |

9 10 11 12 writing...

100%

3-3

(6) Click the [Update] button to start the

update.

(7) A screen appears showing that the
update is running.

The number of data being updated
keeps blinking in bold. "downloading
or "writing" keeps blinking at the
same time. The transmission and
writing status bar is displayed under
the data number.

Do not work with the following
operations until the update is
completed after the startup of the
application. Otherwise, the product
may not start up normally.

* Powering OFF DS-L3

* Removing the USB cable

* Forcibly exiting the application
» Working with PC operations

» Working with DS-L3 menu operations




Chapter 3 Update

3.1 Running an Application for Update

¥V Update Completion Screen (8) A dialog as shown below appears
when the update has been
completed. Click the [OK] button to
exit the application.

DS-L3 Update [Update to Ver 1.0.4]

Caution : Don't turn off the power or pull aut the cohle while eveciitinall

e \?eifsilgg’s the post-update (9) Power OFF DS-L3 without any
DS-L3: Ver=104.2000.3797.111021 (Done)”” : operations and power it ON again.
F "
- IRRCTN N C AUTION
Finished X . .
A, | - If you work with DS-L3 without
Default Data Setting S Y P e e DS-L3. powering it OFF after the completion
e . B of the update, software may not work
correctly.
(8) Click the [OK] After the update is completed, be
button. sure to turn off DS-L3 and then

restart it before working with DS-L3.
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Chapter 3 Update

3.2 Precautions

Precautions

Contact your nearest Nikon representative if DS-L3 does not work correctly after the
update based on the procedure in this document.
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