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Introduction 
  

 

 
 
 
 

Thank you for purchasing this Nikon product. 
This manual describes how to install and use the SMZ-Series Support Tools software for SMZ 
series microscopes. To ensure correct use, please read this manual carefully before operating the 
product. 
Refer to the hardware manual for detailed information on the procedure for connecting your 
microscope and the system configuration. 

 
 
 

 No part of this manual may be reproduced or transmitted in any form without prior written 
permission from Nikon. 

 The contents of this manual are subject to change without notice. 

 Although every effort has been made to ensure the accuracy of this manual, errors or 
inconsistencies may remain. If you note any points that are unclear or incorrect, please contact 
your nearest Nikon representative. 

 If you intend to use any other equipment with this product, read the manual for that equipment 
too. 

 If this equipment is used in a manner not specified by the manufacturer, the protection provided 
by the equipment may be impaired. 

 
 

■ Prerequisite knowledge 
This manual assumes a basic familiarity with Windows. 
If you come across unfamiliar terms or operations while reading through this manual, consult the 
user's manual for your version of Windows. 

 
 About the example screens used in the manual 

This manual describes various operations in Windows 7 and Windows 10 by showing Windows 7 
screens as examples. Procedures are virtually identical for Windows 7 and Windows 10. 
Depending on the specific operating system (hereinafter referred to as OS) type or version, the 
actual appearance of the screen or operations may not correspond precisely to the example 
screens shown at various points throughout the manual. For information on operations or 
screens specific to your version of Windows, refer to the user's manual. 

 
■ Trademarks 

Microsoft and Windows are registered trademarks of Microsoft Corporation in the United States 
and other countries. 
Products and brand names are trademarks or registered trademarks of their respective 
companies. 
The “TM” and ® marks are not used to identify registered trademarks and trademarks in this 
manual. 

 
■ Disclaimer 

Nikon shall not be liable for any damage or problems experienced by a user or third-party 
caused by the use of this software. 
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1 Preparation

 
 
 

This chapter describes hardware and the SMZ-Series Support Tools software 

requirements and how to install and uninstall the software. 
 
 
 

1.1 Hardware and Software Requirements 
 
 
 

  

 Before installing the SMZ-Series Support Tools, confirm that your 

PC meets the minimum requirements given below for memory and 

available hard disk space. 

 Install the application before connecting your PC and microscope 

system. 
 
 
 

PC main unit 
 
 

Item Specifications 

CPU Processor of 1 GHz or higher 

Memory 1 GB or more (for 32-bit OS) 

2 GB or more (for 64-bit OS) 

Hard disk drive 100 MB or more free space 

Video RAM 128 MB or more 

OS Windows 7 Professional SP1 or later (32-bit/64-bit, Japanese or 
English version) 

Windows 10 Pro (64-bit, Japanese or English version) 

Remarks The SMZ-Series Support Tools installer program can be 
downloaded from the website. 

The SMZ-Series Support Tools software is not guaranteed to be 
compatible with all PCs. 
Please contact your distributor for detailed compatibility 
information. 

 
 
 

Display 
 
 

Item Specifications 

Resolution 1,024 x 768 pixels. A monitor/video card capable of True Color 
output is recommended. 
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1.1.1 Checking Available RAM 
 
 

Check the amount of available RAM in the [System Properties] dialog box. 

[Memory]: There must be at least 1 GB (32-bit OS) or 2 GB (64-bit OS). 
 
 

Operating procedure 
 
 
 Start menu 

 

 

 (1) Click the [Start] button. 

 

(2) Click [Control Panel] to display the 

[Control Panel] window. 

 

 
 
 Control Panel window 

 

 (3) Double-click the [System] icon in the 

[Control Panel] window.  

The [System Properties] dialog box 

appears. 

 This figure shows the Control Panel 

window when [Large icons] is selected 

for View by. 

 

 
 
 System Properties dialog box  (4) In the [System Properties] dialog box, 

check that the installed memory for 

32-bit OS is at least 1 GB or the 

installed memory for 64-bit OS is at 

least 2 GB. 

 

(5) Click the [Close] button to close the 

[System Properties] dialog box. 

 

 
 

(1) 

(2)
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1.1.2 Checking the Free Hard Disk Space 
 
 

Check the amount of free space on the hard disk in the [Computer] window. 

If there is insufficient free space on the hard disk, increase the available free space by 

uninstalling any unnecessary applications. 

[Hard disk]: The hard disk must have at least 100 MB of free space. 
 
 

Operating procedure 
 
 
 Desktop 

 

 (1) Double-click the [Computer] icon.  

The [Computer] window appears. 

 

 
 
 Computer window 

 

 (2) Right-click on the [Drive] icon in the 

[Computer] window for the drive on 

which you want to install the 

application. 

 

(3) Click [Properties] in the [Shortcut] 

menu.  

The [Properties] dialog box for the 

selected drive appears. 

 

 
 
 [Local Disk Properties] dialog box 

 
 

 (4) Click the [General] tab of the [Properties] 

dialog box. 

(5) Check that at least 100 MB of free 

space is available on the hard disk. 

(6) Click the [OK] or the [Cancel] button 

to close the [Properties] dialog box. 

 

 
 

(2)

(3) 

(4) 

(6) 

(5) 
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1.2 Installing the Application 
 
 

This section describes how to install the SMZ-Series Support Tools. 
 

  

 Install the application before connecting the microscope system to the PC. 

 To install the SMZ-Series Support Tools, you must login to your PC with 

a user account with Administrator rights. 
 
 
 

1.2.1 Closing All Other Applications 
 
 

Before installing the SMZ-Series Support Tools, close all background programs such as 

the screensaver and anti-virus utility. 
 
 

Closing the screensaver 
 
 
 Shortcut menu on the desktop 

 

 (1) Right-click on the desktop to display a 

shortcut menu. 

 

(2) Click [Personalize] in the shortcut 

menu.  

The [Personalization] dialog box 

appears. 

 

 
 
 
 [Personalization] dialog box  (3) Click [Screen Saver] in the 

[Personalization] dialog box.  

The [Screen Saver] Settings dialog 

box appears. 
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 [Screen Saver Settings] dialog box 

 

 (4) In the [Screen Saver] Settings dialog 

box, select [(None)] from the [Screen 

saver] pulldown menu. 

 

(5) Click the [OK] button. 

 
 
 

(4) 

(5) 
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1.2.2 Executing the Setup Wizard 
 
 

To install the application software, execute the installer (setup.exe) downloaded from the 

website, then follow the on-screen instructions. 
 

  

 To install the SMZ-Series Support Tools, you must login as 

Administrator. 

 For information on uninstalling the SMZ-Series Support Tools, refer to 

Section 1.3, “Uninstalling the Application”. 
 
 
 

Executing the Setup Wizard 
 
 
▼ Executing the Setup Wizard 

 

 (1) Double-click the setup.exe file in the 

folder for the installer downloaded 

from the website. The Setup wizard 

startup dialog box appears. 

 

 
 
 

Installation 
 
 
▼ Setup wizard startup dialog box 

 

 (2) Click the [Next] button in the Setup 

wizard startup dialog box. The 

Installation folder setup dialog box 

appears. 
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▼ Installation folder setup dialog box 

 

 (3) In the Installation folder setup dialog 
box, specify the folder in which the 
SMZ-Series Support Tools will be 
installed. 
The default folder is  
C:\Program Files\Nikon\SMZ-Series\. 

 To install the software in a different 
folder, click the [Browse...] button. 

(4) Select the desired folder and then click 
the [Next] button.  
The Confirmation Installation dialog box 
appears. 

 
 
▼ Confirm Installation dialog box 

 

 (5) Click the [Next] button in the Confirm 

Installation dialog box. The software is 

installed in the specified folder. 

 
 
▼ [User Account Control] dialog box 

 

 (6) When the [User Account Control] 

dialog box appears, click the [Yes] 

button.  

The installation progress dialog box 

appears. 

 

 
 
▼ Dialog box when installation is complete 

 

 (7) After the installation, the dialog box 

shown on the left appears. 

Click the [Close] button to exit the 

wizard. 

 

The application is now installed. 

(3) 

(4)
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1.2.3 Installing the Driver 
 
 

After installing the SMZ-Series Support Tools, connect the microscope system to your PC with a 

USB cable. 

When the system is connected to the PC for the first time, the driver is installed automatically. 
 
 
 

Windows 7 
 
▼ USB connector 

 

 

 (1) Plug the USB cable’s A connector into the 

port on the PC and the other end into the 

USB port on the microscope system. 

 

 

 

 (2) Turn on the microscope system. 

 The installation of the driver 

automatically starts. 

 

 

 The driver is now installed. 

 
 
 

Windows 10 

On Windows 10, the driver of the microscope device may not be recognized automatically.  
In that case, reinstall the driver manually. 

 
▼ USB connector 

 

 

 
 

 (1) Plug the USB cable’s A connector into the 

port on the PC and the other end into the 

USB port on the microscope system. 

(2) Turn on the microscope system. 

▼ Driver installation progress dialog box 

 

 (3) The driver installation progress dialog 

box appears. 

 After the installation, click the [Close] 

button to close the dialog box. 

 

USB A connector 

USB A connector 
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▼ Starting the SMZ Setup 

 
 
 

 (4) Click the [Start] button, [All apps], 

[Nikon], and [SMZSet-up] to start SMZ 

Setup.  

The SMZ Setup main window opens. 

 If the SMZ Setup does not start 

correctly, install the driver again 

according to the following procedure. 

 Go to the next step.  
 

 CAUTION 

Do not unplug the USB cable that 

connects the microscope to the PC 

while SMZ Setup is running. 
 

▼ Windows Start menu 

 
 
 

 (5) Click the [Start] button at the lower left 

of the desktop screen to display the 

Start menu.  

 

(6) Click [Settings] to display the 

SETTINGS window. 

 

▼ SETTINGS window 

 
 

 (7) Click [Devices] to display the 

DEVICES window. 
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▼ DEVICES window 

 
 
 

 (8) Click [Device manager] to display the 

Device Manager window. 

 

 

▼ Device Manager window 

 
 
 

 (9) Check the driver status. 

 If the microscope device name is 

displayed under “Other drivers”, driver 

detection is not successful.  

 

(10) Right-click on the microscope device 

name to display the sub menu, and 

select [Update Driver Software…].  

 

▼ Update Driver Software 

 
 

 (11) Click [Search automatically for 

updated driver software]. 
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▼ Driver software installation 

 
 
 

 (12) Click the [Install] button. 

 The driver installation starts. 

 

▼ Driver software installation 

 
 
 

 (13) After installing the driver, click the 

[Close] button. 

 

 

▼ Device Manager window 

 

 (14) In the Device Manager window, 

check that [Nikon USB Microscope] is 

displayed under [Imaging devices]. 

 

The driver is now reinstalled. 
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1.3 Uninstalling the Application 
 
 

If you no longer need the SMZ-Series Support Tools software and wish to uninstall it 

(remove it from the hard disk), uninstall it using the [Programs and Features] utility in the 

[Control Panel]. 
 
 

  

 Once uninstalled, the application software cannot be used unless it 

is installed again. 
 
 
 

Uninstallation 
 
 
 
▼ Start menu 

 

 

 (1) Click the [Start] button. 

(2) Click [Control Panel] to display the 

[Control Panel] window. 

 
 
 
▼ Control Panel window  (3) Double-click the [Programs and 

Features] icon in the [Control Panel] 

window. The dialog box for selecting a 

program to uninstall appears. 

 This figure shows the Control Panel 

window when [Large icons] is selected 

for View by. 

 
 

(1) 

(2)
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▼ Dialog box to select programs to be uninstalled 

 

 (4) Select [Nikon SMZ-Series Support 

Tools vX.X.X.X] from the list in the 

dialog box. 

 (“vX.X.X.X” varies with the version 

number.) 

(5) Click the [Uninstall] button. 

 

 
 
 
▼ [Programs and Features] dialog box 

 

 (6) When the [Programs and Features] 

dialog box appears, click the [Yes] 

button. Uninstallation starts. 

 

 
 
 
▼ [User Account Control] dialog box 

 

 (7) When the [User Account Control] 

dialog box appears, click the [Yes] 

button.  

The uninstallation starts. 

 
 
 
▼ Uninstallation progress dialog box 

 

  The uninstallation progress dialog box 

appears and the application is deleted 

from the PC. 

 

The application is now uninstalled. 
  

(4) 

(5) 
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SMZ-Series Support Tools Configuration2 
 

 
 

When the Nikon Stereoscopic Zoom Microscope SMZ-Series Support Tools software is 

installed, the following application software is installed on the PC. 
 

 SMZ Setup 

When you connect the microscope system to the PC for the first time or when you 

change the microscope system configuration, use this application software to set the 

microscope system information, to send the information to the microscope system, 

and to register the information in the system memory. 

For more details on the software operation, refer to Chapter 3, "Using SMZ Setup." 
 
 
 

  

 If you are using a SMZ-Series Nikon Stereoscopic Zoom Microscope 

for the first time, register the microscope system information in the 

microscope main body using SMZ Setup. 

 Transmitted information is stored in memory on the microscope 

system, but transmitting new information will overwrite information 

previously stored in memory. Nikon recommends saving setup 

information made in SMZ Setup to a file after assigning the file an 

appropriate name. 

 Only one microscope system can be connected to a PC. 
 
 
 
 

CAUTION
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Using SMZ Setup 3 
 

 
 

SMZ Setup is an application used for initializing stereoscopic zoom microscope systems. 

When a microscope system is connected to a PC for the first time, use this application 

software to set the microscope system information, to send the information to the 

microscope system, and to register the information in the system memory. 
 
 
 

3.1 SMZ Setup Workflow 
 
 

The SMZ Setup workflow for setting the microscope system information is shown below. 
 
 

Start the microscope 
system. 

Connect the microscope system to the PC using the USB cable and 
turn on the power to the microscope system. (It will take a maximum 
of 30 seconds to initialize the microscope system.) 

Note: For information on connecting the USB cable and starting the 
microscope system, refer to the instruction manual for the 
microscope. 

  

Start SMZ Setup. 
When initialization of the microscope system is complete, start SMZ 
Setup. 

  

Check the system 
configuration. 

Check the system configuration of the microscope system. 

  

Set for the microscope 
system information 

settings. 

Set information settings for the objectives and filter cubes attached to 
the microscope system. (The setting items vary depending on the 
microscope system configuration.) 

  

Send the settings. 

Send the microscope system information settings to the microscope 
system. 
(The sent microscope system information overwrites the memory on 
the microscope system.) 

  

Save the information 
settings in a file. 

Save the microscope system information to a file with assigning the 
file an appropriate name. 
(You can end SMZ Setup without saving a file. But Nikon recommends 
saving data. The memory on the microscope system will be 
overwritten and lost.) 

  

End SMZ Setup. End SMZ Setup. 
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3.1.1 Setting Item List 
 
 

A list of items that can be set is shown below: 

 

Factory Default Condition 

    Returning the Settings to the Factory Defaults (3.4) 

 

System Configuration (3.5) 

    System Configuration Confirmation (3.5.1) 

 

Setting Up Objectives (3.6) 

    Objective Mounting Setup (3.6.1) 

 

Setting Up Eyepiece (3.7) 

    Eyepiece Mounting Setup (3.7.1) 

 

Filter Cube Setup (3.8) 

    Filter Cube Mounting Setup (3.8.1) 

    Registration of New Filter Cubes (3.8.2) 

 

Control Setup (3.9) 

    Remote Control Settings (3.9.1) 

    ALZ Settings (3.9.2) 

    Setting the Retracting Amount of the Z Stage (3.9.3) 

    Setting the Coaxial Epi Illuminator (3.9.4) 

 

Data Transfer Process (3.10) 

    Data transfer to the microscope 

 

Save Process (3.11) 

    Data save to a file 

 

Load Process (3.12) 

    Data load from a file 

 

Data Acquisition Process (3.13) 

    Obtaining the information of the microscope 
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3.2 Starting and Ending SMZ Setup 
 
 

You can start and end SMZ Setup in several ways.  

The method explained here, using the Start menu to start and the [Exit] button in the 

operation window to end, is a normal method. 
 
 
 

3.2.1 Starting Up 
 
 
 

Procedure 
 
 
▼ Start menu 

 

 

 

 

 

 

 Confirm that the microscope is connected 

before starting the PC. 

(1) Click the [Start] button. 

(2) Point to [All Programs], [Nikon], and 

[SMZSeries Tools] and then click 

[SMZSet-up] to start SMZ Setup.  

The SMZ Setup main window opens. 

 

 CAUTION 

Do not unplug the USB cable that 

connects the microscope to the PC 

while SMZ Setup is running. 

 
 
 
▼ SMZ Setup main window   

 

 
 
 
 

(1) Click the [Start] button. 

(2) Point to [All Programs], [Nikon], and 
[SMZ Series Tools], and then click 
[SMZSet-up]. 
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3.2.2 Ending the Software 
 
 
 

Procedure 
 
 
▼ SMZ Setup main window  (1) Click the [Exit] button. 

 

 
 
 
▼ Confirmation dialog box 

 

 (2) A confirmation message appears. 

Click the [OK] button to end the 

software. 

 
 
 
 
 
 
 

(1) Click the [Exit] 
button. 

(2) Click the [OK] button. 
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3.3 Layout of the SMZ Setup Main Window 
 
 

The SMZ Setup main window consists of the main setup item buttons, sub setup item 

buttons, basic operation buttons, and the setup screen. 
 
 
▼ SMZ Setup main window 
 
 
 
 
 
 

 
 
 
 
▼ Main setup item button 

 

 On the left side of the window, select the 

main setup item button for the item to be 

set. 

(1) When the main setup item button for 

any setup item is selected, the middle 

part of the window changes to a setup 

screen for that item. 

 

 
 
▼ Sub setup item button 

 

 For some items, sub setup item buttons 

are displayed in the upper part of the 

window. In such a case, click a sub setup 

item button as needed to change the 

setup screen, and set respective settings.
 
 
▼ Basic operation button 

 

 Click a basic operation button at the lower 

part of the window as needed. 

Main setup item buttons 

Setup screen 

Sub setup item buttons

Basic operation buttons

(1) Click a main setup item 
button. 

Click a basic operation button as needed. 

Click a sub setup item button.
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3.4 Returning the Settings to the Factory Defaults 
 
 

To reset the microscope system settings to the factory default condition, perform the 

following 
 
 
 
▼ Setting mode selection 

 

 

 

 

 

 (1) Click the [Components] main setup 

item button. 

(2) Click the [Reset System] button. 

(3) A confirmation message appears. 

Click the [OK] button. 

(4) A confirmation message “Please 

reboot a microscope.” appears. Click 

the [OK] button. 

(5) The confirmation message “Finish this 

system.” appears. Click the [OK] 

button. 

 

 Note: 

After resetting the microscope system 

settings, make sure to turn off the 

microscope main body and then turn 

on again. Also end and restart the 

setup software (SMZ Setup). 

 
 
 

(2) Click the [Reset 
System] button.

(1) Click the 
[Components] button. 



Chapter 3  Using SMZ Setup 

3.5  System Configuration 
 

23 

3.5 System Configuration 
 
 

Check the accessories installed on the microscope system. 
 
 
 

3.5.1 System Configuration Confirmation 
 
 

Display the accessories connected to the microscope. 
 
 
 
▼ System configuration settings screen 

 

 

 

 (1) Click the [Components] main setup 

item button. 

(2) The currently connected accessories 

are listed in the Components Settings 

area. 

 

 Note: 

If the displayed accessories differ 

from the installed accessories, close 

the SMZ Setup screen and turn off 

the microscope system, and then 

recheck the connections of 

connectors. 

 

 
 
 
 
 

(1) Click the 
[Components]. 

(2) The currently connected 
accessories are listed. 
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3.6 Setting Up Objectives 
 
 

By setting up the objectives, you can monitor the operation status of the nosepiece at a 

glance. 
 
 
 

3.6.1 Objective Mounting Setup 
 
 

In the objective mounting setup screen, set information for the objectives mounted at each 

nosepiece address. 
 
 
 
▼ Objective mounting setup screen 

 

 

 

 

 

 

 

 

 

 (1) Click the [Objectives] main setup item 

button. 

(2) From the tab, select the address for 

which you want to set objective 

information. 

(3) Select the type of objective from the 

list box. 

(4) To set information for another 

address, go back to Step (2) and 

repeat the setup procedure. 

 

 

 Note: 

When no objective is attached, select 

[-----]. 

 

 
 

(2) Select an 
address. 

(1) Click the 
[Objectives] button. 

(3) Select an objective.The name, magnification, 
working distance, and 
numerical aperture of the 
objective are displayed. 
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3.7 Eyepiece Setup  
 
 

Setting eyepiece allows you to timely grasp the total magnification when you look through 

the eyepiece. 
 
 
 

3.7.1 Eyepiece Mounting Setup 
 
 

In the eyepiece mounting setup screen, set the information for the attached eyepiece. 
 
 
▼ Eyepiece mounting setup screen 
 

 

 

 

 

 

 

 

 (1) Click the [Eye Pieces] main setup item 

button. 

(2) Select the eyepiece type from the list 

box. 

 

 Note: 

When no eyepiece is attached, select 

[-----]. 

 

 

 

 
 
 

The name, magnification, and 
field number of the objective 
are displayed here. 

(1) Click the [Eye 
Pieces] button. 

(2) Select an eyepiece. 
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3.8 Filter Cube Setup 
 
 

By setting filter cubes, you can monitor the filter cubes in use at a glance. 
 
 
 

3.8.1 Filter Cube Mounting Setup 
 
 

In the filter cubes settings screen, set information on the filter cube attached at each filter 

cube turret address (filter cube bay). 
 
 
▼ Filter cubes settings screen 

 

 

 

 

 

 

 

 

 

 

 

 (1) Click the [Filter Cube] main setup item 

button. 

(2) Click the [Filter Cubes] sub setup item 

button. 

(3) From the tab, select the address for 

which you want to set a filter cube. 

(4) Select the filter cube type from the list 

box. 

(5) To set information for another 

address, go back to Step (3) and 

repeat the setup procedure. 

 

 Note: 

When no filter cube is attached, 

select [-----]. 

 

 
 

(4) Select a filter cube. 

(1) Click the [Filter 
Cube] button. 

(2) Click the [Filter 
Cubes] button. 

(3) Select an 
address. 
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3.8.2 Registration of New Filter Cubes 
 
 

In the optional cubes settings screen, up to 10 filter cubes can be registered. 

Filter cubes registered here are shown at the end of the list when the [Filter Cubes] button 

among sub setup item buttons is clicked. 
 
 
▼ Optional cubes settings screen 

 

 

 

 (1) Click the [Filter Cube] main setup item 

button. 

(2) Click the [Optional Cubes] sub setup 

item button. 

(3) Enter a filter cube name in each field 

(fields 1 to 10) using up to 5 

single-byte alphanumeric characters 

per name. 

 

 

 
 
 
▼ Filter cubes settings screen 

 

 

 

 

 (4) Click the [Filter Cubes] sub setup item 

button. 

(5) The registered optional cubes are 

shown at the bottom of the list. 

 

 Note: 

Registered optional cubes can be set 

for the microscope in the same way 

as the normal filter setting. 

See “3.8.1 Filter Cube Mounting 

Setup.” 

(3) Enter a name. 

(5) Click that the registered 
optional cubes are shown. 

(4) Click the [Filter Cubes] 
button. 

(1) Click the [Filter Cube] 
button. 

(2) Click the [Optional 
Cubes] button. 
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3.9 Control Setup 
 
 

The control setup screen is used to set remote control, ALZ function usability, and the 

retracting amount of the Z stage. 
 
 
 

3.9.1 Remote Control Settings 
 
 
▼ Control setup screen 

 

 

 

 

 

 (1) Click the [Control] main setup item 

button. 

(2) Select the [Remote] tab. 

(3) Select whether to enable or disable 

remote control. (Select “Enable” to 

enable remote control.) 

 

 
 
 

3.9.2 ALZ Settings 
 
 
▼ Control setup screen 

 

 

 

 

 (1) Click the [Control] main setup item 

button. 

(2) Select the [Zoom] tab. 

(3) Select whether to enable or disable 

the ALZ function. (Select “ON” to 

enable the ALZ function.) 

 

(2) Select the [Remote] tab. 

(3) Select “Enable” or 
“Disable” for remote 
control. 

(2) Select the [Zoom] tab.

(3) Select “ON” or “OFF” 
for the ALZ function. 

(1) Click the [Control] button. 

(1) Click the [Control] button. 
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3.9.3 Setting the Retracting Amount of the Z Stage 
 
 
▼ Control setup screen 

 

 

 

 

 

 (1) Click the [Control] main setup item 

button. 

(2) Select the [Misc.] tab. 

(3) Select the retracting amount of the Z 

stage. 

 

 

(2) Select the [Misc.] tab.

(3) Select the retracting 
amount of the Z stage. 

(1) Click the [Control] button. 
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3.9.4 Setting the Coaxial Epi Illuminator 
 
 
▼ Control setup screen 

 

 

 

 

 

 (1) Click the [Control] main setup item 

button. 

(2) Select the [Misc.] tab. 

(3) Select whether the coaxial epi 

illuminator is mounted or not mounted. 

(Select “Mounted” when the coaxial 

epi illuminator is mounted.) 

 

 
 

(2) Select the [Misc.] tab.

(3) Select “Mounted” or “Not 
mount” for the coaxial epi 
illuminator. 

(1) Click the [Control] button. 
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3.10 Data Transfer Process 
 
 

When the [Send] button is clicked after all settings have been made, set information is 

sent to the microscope system. 
 
 
▼ SMZ Setup main window 

 

 

 (1) Click the [Send] button.  

A confirmation dialog box appears. 

Click the [OK] button in the 

confirmation dialog box to send the 

set information to the microscope 

system. 

The data is registered in the 

microscope system. 

 

 Note: 

Before sending the set information to 

the microscope system, check 

whether the set information is correct.

 If the [Cancel] button is clicked in the 

confirmation dialog box, the set 

information is not sent to the 

microscope system. 

 The [Send] button can be clicked 

regardless of whether or not any main 

setup item button is selected. 

 

 
 

(1) Click the [Send] button.
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3.11 Save Process 
 
 

The set information can be saved to a data file. 
 
 
▼ SMZ Setup main window 

 

 

 

 (1) Click the [Save] button.  

The Save As window appears. 

 

 Note: 

The [Save] button can be clicked 

regardless of whether or not any main 

setup item button is selected. 

 
 
 
▼ Save As window 

 

 

 (2) Enter a file name. 

(3) Click the [Save] button to save the 

information as a data file. 

 

 Note: 

If the [Cancel] button is clicked in the 

Save As window, the set information 

is not saved. 

(2) Enter a file name. (3) Click the [Save] 
button. 

(1) Click the [Save] 
button. 
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3.12 Load Process 
 
 

The information saved in a data file can be loaded. 
 
 
▼ SMZ Setup main window 

 

 

 

 (1) Click the [Load] button.  

The file selection window appears. 

 

 
 
 
▼ File selection window 

 

 

 

 

 

 

 (2) Select a data file to load. 

(3) Click the [Open] button to load the 

setting information. 

 

 Note: 

If saved set information is loaded, the 

information that was set is lost. It is 

recommended that you save set 

information before loading it. 

 If the [Cancel] button is clicked in the 

File selection window, the set 

information is not loaded. 

 The [Load] button can be clicked 

regardless of whether or not any main 

setup item button is selected. 

 

(3) Click the [Open] 
button. 

(2) Select a file. 

(1) Click the [Load] 
button. 
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3.13 Data Acquisition Process 
 
 

The information currently saved in the microscope can be acquired. 
 
 
▼ SMZ Setup main window 

 

 

 

 (1) Click the [Receive] button.  

The confirmation dialog box appears. 

 Click the [OK] button in the 

confirmation dialog box to start 

receiving the set information from the 

microscope system. 

When the set information has been 

received, the reception complete 

screen appears. 

 

 Note: 

If set information is received from the 

microscope system, information that 

was set by the software is lost. It is 

recommended that set information is 

saved before receiving set information 

from the microscope. 

 If the [Cancel] button is clicked in the 

confirmation dialog box, the set 

information is not acquired. 

 The [Receive] button can be clicked 

regardless of whether or not any main 

setup item button is selected. 

 
 

(1) Click the [Receive] 
button. 
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3.14 Acquiring Version Information 
 
 

The SMZ Setup version, microscope version, and microscope name can be checked. 
 
 
 
▼ SMZ Setup main window  

 

 

 (1) Click the [About] button to display 

SMZ Setup version, microscope 

version, and microscope name. 

 

 Note: 

The [About] button can be clicked 

regardless of whether or not any main 

setup item button is selected. 

 

 

(1) Click the [About] 
button. 
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住所 ／ ADDRESS 
産業機器事業部 ／ 

Industrial Metrology Business Unit 
 マイクロスコープ・ソリューション事業部 ／ 

Microscope Solutions Business Unit 

株式会社ニコン  株式会社ニコン 
〒108-6290  〒108-6290 
東京都港区港南 2-15-3 品川インターシティ C 棟  東京都港区港南 2-15-3 品川インターシティ C 棟 
産業機器事業部 マーケティング部 営業課  マイクロスコープ・ソリューション事業部 マーケティング部 営業課 
電話：（03）6433-3701  電話：（03）6433-3705 
   
   
株式会社ニコンインステック  株式会社ニコンインステック 
本     社  本     社 
〒108-6290  〒108-6290 
東京都港区港南 2-15-3 品川インターシティ C 棟  東京都港区港南 2-15-3 品川インターシティ C 棟 
電話：（03）6433-3985 （産業機器）  電話：（03）6433-3982 （バイオサイエンス） 
   
名古屋営業所  札幌営業所 
〒465-0093  〒060-0051 
名古屋市名東区一社 3-86（クレストビル 2F）  札幌市中央区南 1 条東 2-8-2（SR ビル 8F） 
電話：（052）709-6851 （バイオサイエンス・産業機器）  電話：（011）281-2535 （バイオサイエンス） 
   
関 西 支 店  仙台営業所 
〒532-0003  〒980-0014 
大阪市淀川区宮原 3-3-31（上村ニッセイビル 16F）  仙台市青葉区本町 1-1-1（三井生命仙台本町ビル 19F） 
電話：（06）6394-8802 （産業機器）  電話：（022）263-5855 （バイオサイエンス） 
   
九 州 支 店  名古屋営業所 
〒813-0034  〒465-0093 
福岡市東区多の津 1-4-1  名古屋市名東区一社 3-86（クレストビル 2F） 
電話：（092）611-1111 （バイオサイエンス・産業機器）  電話：（052）709-6851 （バイオサイエンス・産業機器） 
   
  関 西 支 店 
NIKON CORPORATION  〒532-0003 
Industrial Metrology Business Unit  大阪市淀川区宮原 3-3-31（上村ニッセイビル 16F） 
Shinagawa Intercity Tower C, 2-15-3, Konan,  電話：（06）6394-8801 （バイオサイエンス） 
Minato-ku, Tokyo 108-6290 Japan   
  九 州 支 店 
NIKON METROLOGY, INC.  〒813-0034 
12701 Grand River, Brighton, MI 48116 U.S.A.  福岡市東区多の津 1-4-1 
tel. +1-810-220-4360  電話：（092）611-1111 （バイオサイエンス・産業機器） 
sales.nm-us@nikon.com   
   
NIKON METROLOGY EUROPE NV  NIKON CORPORATION 
Geldenaaksebaan 329, 3001 Leuven, Belgium  Microscope Solutions Business Unit 
tel. +32-16-74-01-00  Shinagawa Intercity Tower C, 2-15-3, Konan, 
sales.europe.nm@nikon.com  Minato-ku, Tokyo 108-6290 Japan 
   
NIKON INSTRUMENTS(SHANGHAI)CO.,LTD.  NIKON INSTRUMENTS INC. 
tel. +86-21-6841-2050  1300 Walt Whitman Road, Melvile, N.Y. 11747-3064, U.S.A. 
  tel. +1-631-547-8500 
NIKON SINGAPORE PTE LTD   
tel. +65-6559-3618  NIKON INSTRUMENTS EUROPE B.V. 
  Tripolis 100, Burgerweeshuispad 101, 1076 ER Amsterdam, 
NIKON MALAYSIA SDN BHD  The Netherlands 
tel. +60-3-7809-3688  tel. +31-20-7099-000 
   
PT. NIKON INDONESIA  NIKON INSTRUMENTS(SHANGHAI)CO.,LTD. 
tel. +62-21-574-6262  tel. +86-21-6841-2050 
   
NIKON INSTRUMENTS KOREA CO.,LTD.  NIKON SINGAPORE PTE LTD 
tel. +82-2-2186-8400  tel. +65-6559-3651 
   
NIKON INDIA PRIVATE LIMITED  NIKON INSTRUMENTS KOREA CO.,LTD. 
tel. +91-124-4688500  tel. +82-2-2186-8400 
   
NIKON CANADA INC.  NIKON CANADA INC. 
tel. +1-905-602-9676  tel. +1-905-602-9676 
   
NIKON INSTRUMENTS S.p.A.  NIKON FRANCE S.A.S. 
tel. +39-55-300-96-01  tel. +33-1-4516-45-16 
   
NIKON METROLOGY GMBH  NIKON GMBH 
tel. +49-6023-91733-0  tel. +49-211-941-42-20 
sales_germany@nikonmetrology.com   
  NIKON INSTRUMENTS S.p.A. 
NIKON METROLOGY SARL  tel. +39-55-300-96-01 
tel. +33-1-60-86-09-76   
sales_france@nikonmetrology.com  NIKON AG 
  tel. +41-43-277-28-67 
NIKON METROLOGY UK LTD.   
tel. +44-1332-811-349  NIKON UK LTD. 
sales.uk.nm@nikon.com  tel. +44-208-247-1717 
   

 NIKON GMBH AUSTRIA 
 tel. +43-1-972-6111-00 
  
 NIKON BELUX 
 tel. +32-2-705-56-65 
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